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1
BACKILASH PREVENTION MECHANISM OF
ADAPTER FOR OPTICAL CONNECTOR

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention relates to a backlash prevention
mechanism of an adapter for an optical connector in high-
density mounting of an optical connector plug.

2. Description of the Conventional Art

Conventionally, a so-called snap-in system has been
employed as a backlash prevention mechanism of an adapter
for an optical connector which is used in high-density mount-
ing of an optical connector plug. As shown in FIGS. 7A and
7B, the so-called snap-in system is provided with locking
protrusions 11a and 115 which are formed in a side surface of
an adapter main body 10 for an optical connector, and spring
locking pieces 40a and 4056 for fixing a panel, the spring
locking pieces 40a and 405 being formed so as to face to the
locking protrusions 11a and 115, is inserted to an adapter
attaching hole Q of a panel P while pressing the spring lock-
ing pieces 40a and 405, and is fixed by pinching an opening
edge portion of the adapter attaching hole Q between the
locking protrusions 11a and 115 and the spring locking pieces
404 and 405.

In the meantime, in the case of the snap-in system men-
tioned above, a gap is generated between an opening edge
inner side of the adapter attaching hole Q pinched by the
locking protrusions 11a and 115 and the spring locking pieces
40a and 405, and the adapter main body 10, when the adapter
main body 10 for the optical connector is inserted to the
adapter attaching hole Q of the panel P. As a result, there has
been a problem that backlash is generated in vertical and
lateral directions in the adapter main body 10.

Further, in the case that the panel P is vibrated, there has
been a problem that chattering sound is generated by the
backlash of the adapter main body 10 as mentioned above.

Accordingly, the applicant of the present invention has
proposed a backlash prevention mechanism of an adapter for
an optical connector (patent document 1), the backlash pre-
vention mechanism being provided with a backlash preven-
tion tool 100 which is attached to an adapter main body for the
optical connector and is formed into a C-shaped frame shape.

Namely, the backlash prevention tool 100 is provided with
first locking piece portions 300a and 3005 which are formed
into a C-shaped frame installed to the adapter main body 10
for the optical connector, and are folded in a diagonally out-
ward direction so that both left and right end side surface
portions of the C-shaped from come into pressure contact
with the opening edge inner sides of the adapter attaching
hole Q of'the panel P in a lateral direction, and second locking
piece portions 400a and 4005 which are cut and raised from
the center of both the left and right end side surface portions
of'the C-shaped frame so as to face to the locking protrusions
11a and 115 which are formed in both the left and right side
surface portions of the adapter main body 10, as shown in
FIGS. 8A and 8B.

As mentioned above, the adapter main body 10 is inserted
to the adapter attaching hole Q while pressing the second
locking piece portions 400a and 4005 of the backlash preven-
tion tool 100, and pinches and fixes both the left and right side
portions of the opening edge portion of the adapter attaching
hole Q between the locking protrusions 11a and 115 and the
second locking piece portions 4004 and 4005, and the first
locking piece portions 300a and 3005 of the backlash preven-
tion tool 100 are formed so as to be pressure crushed and
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2

come into pressure contact with the opening edge inner side
of the adapter attaching hole Q.

PRIOR ART DOCUMENT
Patent Document

Patent Document 1: Japanese Unexamined Patent Publica-
tion No. 2011-133611

SUMMARY OF THE INVENTION
Problem to be Solved by the Invention

However, even in the case of the patent document 1 men-
tioned above, a gap is generated due to a processing error
between upper and lower inner wall surfaces of the opening
edge inner side of the adapter attaching hole Q and upper and
lower side wall surfaces of the adapter main body 10, when
the adapter main body 10 for the optical connector is inserted
to the adapter attaching hole Q of the panel P, as shown in FI1G.
8B, so that it has been impossible to sufficiently effectively
prevent the backlash from being generated in the vertical
direction due to the gap.

Accordingly, the present invention is made by taking into
consideration the conventionally existing various circum-
stances as mentioned above, and an object of the present
invention is to provide a backlash prevention mechanism of
an adapter for an optical connector, the backlash prevention
mechanism which can simultaneously and effectively prevent
generation of backlash of an adapter main body from being
generated in vertical and lateral directions due to each of gaps
which are generated upper and lower inner wall surfaces and
right and left inner wall surfaces of an opening edge inner side
of an adapter attaching hole, and upper and lower side wall
surfaces and right and left side wall surfaces of the adapter
main body, when the adapter main body for the optical con-
nector is inserted to the adapter attaching hole of a panel.

Means for Solving the Problem

In order to achieve the object mentioned above, according
to the present invention, there is provided a backlash preven-
tion mechanism comprising:

a pair of right and left backlash prevention tools which are
detachably mounted to an adapter main body for an optical
connector,

wherein each of the backlash prevention tools comprises:

a C-shaped frame-like support portion which is installed to
an engagement surface portion formed by hollowing out from
side wall surfaces to upper and lower wall surfaces of the
adapter main body;

a come-off preventing locking piece which is protruded in
a diagonally outer direction from a center side edge of the
C-shaped frame-like support portion so as to face to a locking
protrusion formed in the center of both side surface portions
of the adapter main body; and

a plurality of leaf spring-like backlash preventing locking
pieces which are protruded in a diagonally outer direction
from both sides and upper and lower side edges of the come-
off preventing locking piece at the center of the C-shaped
frame-like support portion so as to come into pressure contact
with inner sides of an opening edge of an adapter attaching
hole of a panel vertically and laterally, and

wherein the adapter main body is inserted to the adapter
attaching hole of the panel while pressing the come-off pre-
venting locking piece of the backlash prevention tool which is
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installed to the engagement surface portion, and pinches and
fixes the opening edge portion of the adapter attaching hole
between the locking protrusion and the come-off preventing
locking piece, and each of backlash preventing locking pieces
of'the backlash prevention tool is formed so as to be pressure
crushed and come into pressure contact with each of the inner
sides of the opening edge of the adapter attaching hole verti-
cally and laterally from an inner side to an outer side.

The support portion is formed into a C-shaped from by a
side support surface portion at the center, and vertical support
surface portions which are extended in a perpendicular direc-
tion from both end sides of the side support surface portion,
and a locking hole is formed in a center surface of the vertical
support surface portion, the locking hole being engaged with
a locking projection protruded from each of both upper and
lower wall surfaces of the adapter main body.

The backlash preventing locking piece is formed by a pair
oflateral backlash preventing locking piece which are respec-
tively protruded in a diagonally outer direction from both side
edges of the come-off preventing locking piece at the center
of' the side support surface portion and are formed into a leaf
spring, and a pair of vertical backwash preventing locking
pieces which are protruded in a diagonally outer direction
from the respective side edges of the vertical support surface
portion and are formed into a leaf spring, in the support
portion which is formed into the C-shaped frame by the side
support surface portion at the center, and the vertical support
surface portions which are extended in the perpendicular
direction from both end sides of the side support surface
portion.

Effect of the Invention

According to the present invention, it is possible to simul-
taneously and effectively prevent generation of backlash of
the adapter main body in vertical and lateral directions due to
each of gaps which are generated between upper and lower
inner wall surfaces and right and left inner wall surfaces of the
opening edge inner side of the adapter attaching hole, and
upper and lower side wall surfaces and right and left side wall
surfaces of the adapter main body, when the adapter main
body for the optical connector is inserted to the adapter
attaching hole of the panel.

In other words, the backlash prevention tool in the backlash
prevention mechanism in the present invention comprises:

the C-shaped frame-like support portion which is installed
to the engagement surface portion formed by hollowing out
from the side wall surfaces to the upper and lower wall sur-
faces of the adapter main body;

the come-off preventing locking piece which is protruded
in the diagonally outer direction from the center side edge of
the C-shaped frame-like support portion so as to face to the
locking protrusion formed in the center of both side surface
portions of the adapter main body; and

a plurality of leaf spring-like backlash preventing locking
pieces which are protruded in the diagonally outer direction
from both sides and upper and lower side edges of the come-
off preventing locking piece at the center of the C-shaped
frame-like support portion so as to come into pressure contact
with the inner sides of the opening edge of the adapter attach-
ing hole of the panel vertically and laterally, and

the adapter main body is inserted to the adapter attaching
hole of the panel while pressing the come-off preventing
locking piece of the backlash prevention tool which is
installed to the engagement surface portion, and pinches and
fixes the opening edge portion of the adapter attaching hole
between the locking protrusion and the come-off preventing
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locking piece, and each of backlash preventing locking pieces
of'the backlash prevention tool is formed so as to be pressure
crushed and come into pressure contact with each of the inner
sides of the opening edge of the adapter attaching hole verti-
cally and laterally from the inner side to an outer side. As a
result, it is possible to securely prevent generation of backlash
in the vertical and lateral directions due to the gap between the
opening edge inner side of the adapter attaching hole and the
side surface of the adapter main body. Further, it is possible to
prevent chattering sound from being generated even in the
case that vibration is applied to the panel in the vertical and
lateral directions. Further, it is possible to insert the optical
connector plug to the adapter main body for the optical con-
nector without trouble.

The support portion is formed into the C-shaped from by
the side support surface portion at the center, and the vertical
support surface portions which are extended in the perpen-
dicular direction from both end sides of the side support
surface portion, and the locking hole is formed in the center
surface of the vertical support surface portion, the locking
hole being engaged with the locking projection protruded
from each of both upper and lower wall surfaces of the adapter
main body. As a result, in the case that the C-shaped frame-
like support portion is installed to the engagement surface
portion which is formed by being hollowed out from the side
wall surface of the adapter main body to the upper and lower
wall surfaces, the locking projections respectively protruded
from both the upper and lower wall surfaces of the adapter
main body are engaged with the locking hole which is formed
in the center surface of the vertical support surface portion.
Therefore, it is possible to prevent the backlash prevention
tool from coming off in the laterally outward direction from
the adapter main body.

The backlash preventing locking piece is formed by a pair
oflateral backlash preventing locking piece which are respec-
tively protruded in the diagonally outer direction from both
side edges of the come-off preventing locking piece at the
center of the side support surface portion and are formed into
the leaf spring, and a pair of vertical backwash preventing
locking pieces which are protruded in the diagonally outer
direction from the respective side edges of the vertical sup-
port surface portion and are formed into the leaf spring, in the
support portion which is formed into the C-shaped frame by
the side support surface portion at the center, and the vertical
support surface portions which are extended in the perpen-
dicular direction from both end sides of the side support
surface portion. As a result, it is possible to securely prevent
the chattering sound from being generated even in the case
that the vibration is applied to the panel, by making the
prevention of the backlash in the lateral direction of the
adapter main body by the lateral backlash preventing locking
piece, and the prevention of the backlash in the vertical direc-
tion of the adapter main body by the vertical backlash pre-
venting locking piece simultaneously function. Further, it is
possible to smoothly fit the adapter main body in a state in
which any clearance is not generated, and a good workability
can be obtained as well as the adapter main body is firmly
fixed without any backlash in all the peripheral surfaces.

BRIEF EXPLANATION OF THE DRAWINGS

FIG. 1 is a perspective view showing an example of a
general structure of a backlash prevention tool according to
an embodiment of the present invention;

FIGS. 2A to 2D show the general structure of the backlash
prevention tool in the same manner, in which FIG. 2A is a side
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elevational view, FIG. 2B is a front elevational view, FIG. 2C
is a plan view, and FIG. 2D is a bottom elevational view;

FIG. 3 is an exploded perspective view before the backlash
prevention tool is installed, in an example that the backlash
prevention tool is used in an adapter main body;

FIG. 4 is a perspective view of a state in which the backlash
prevention tool is installed in the example that the backlash
prevention tool is used in the adapter main body;

FIGS. 5A to 5D show a process of attaching the adapter
main body to which the backlash prevention tool is attached,
to an adapter attaching hole of a panel, in which FIG. 5A is a
partly cut plan view showing a state before being attached to
the adapter attaching hole, FIG. 5B is a side elevational view,
FIG. 5C s apartly cut plan view showing a state in the process
of'being attached to the adapter attaching hole, and F1G. 5D is
a partly cut plan view showing a state after being attached to
the adapter attaching hole;

FIG. 6 is a partly cut plan view of a state in which a plug is
inserted to the adapter main body which is attached to the
adapter attaching hole of the panel via the backlash preven-
tion tool;

FIGS. 7A and 7B show an adapter main body to which a
backlash prevention tool according to a prior art is installed,
in which FIG. 7A is a plan view of the adapter main body, and
FIG. 7B is a plan view showing a panel portion of a state in
which the adapter main body is attached to an adapter attach-
ing hole of the panel, by a cross section; and

FIGS. 8A and 8B show an adapter main body to which a
backlash prevention tool according to the other prior art is
installed, in which FIG. 8A is a plan view showing a panel
portion of a state in which the adapter main body is attached
to an adapter attaching hole of the panel, by a cross section,
and FIG. 8B is a side elevational view showing the panel
portion of the state in which the adapter main body is attached
to the adapter attaching hole of the panel, by a cross section.

DETAILED DESCRIPTION OF PREFERRED
EMBODIMENT

A description will be in detail given below of an embodi-
ment of the present invention with reference to the accompa-
nying drawings. An adapter for an optical connector accord-
ing to the present invention shown by an illustrated example
is constructed by an adapter main body 10 for a single fiber
connector, and is structured such as to be fitted and fixed to an
adapter attaching hole Q formed into a rectangular opening
shape of a panel P which can be mounted in a high density
manner. Here, it goes without saying that the adapter for the
optical connector may be constructed by an adapter main
body 10 for an optical connector having two fibers or three of
more fibers.

The adapter main body 10 is formed into a rectangular tube
by a molded product of a synthetic resin in such a manner as
to connect two optical connector plugs R to each other, as
shown in FIGS. 3, 4, 5A, 5B, 5C, 5D and 6. One plug fitting
portion A and the other plug fitting portion B are provided in
both ends of the adapter main body 10 so as to be communi-
cated with each other, the one plug fitting portion A to which
the optical connector plug R is inserted so that optical axes
align, and the other plug fitting portion B to which the optical
connector plug R or a plug of the other optical part is inserted.

Further, as shown in FIGS. 5A, 5B, 5C, 5D and 6, one
cylinder 17 is provided in one of a pair of right and left joint
end walls 16 and 16 which are arranged in a center portion of
the adapter main body 10, so as to protrude toward a plug
fitting portion A, and the other cylinder 17 is provided in the
other joint wall 16 so as to protrude toward a plug fitting
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portion B. A sleeve holder 13 is formed by engaging and
fixing the joint end walls 16 and 16 so that both the cylinders
17 and 17 are aligned their center axes on an optical axis.

At this time, a cylindrical split sleeve 14 is installed and
retained to an inner side of the sleeve holder 13. Further, latch
pieces 7 and 8 in relation to the optical connector plug R are
formed at symmetrical positions of both the joint end walls 16
and 16 so as to be along between the respective cylinders 17
and 17 and a side wall 10a of the adapter main body 10.
Further, as shown in FIGS. 3, 4 and 6, akey groove 15 forming
a linear groove streak along a direction of an optical axis is
formed at the center of an upper side wall in each of the plug
fitting portions A and B, for guiding and keeping safety at the
optical connector plug R inserting time.

A specific structure of the optical connector plug R is
constructed by a ferrule F to which an optical fiber core wire
is inserted and fixed, and a flange H is pressure inserted and
retained at its rear end, a stop ring L which supports a rear end
of'a spring S coming into contact with a rear end of the flange
H and energizing the ferrule F forward, a plug frame PF which
covers each of the members, a caulking seat which fixes a
Kevlar corresponding to a tensile strength wire of the optical
cable to the stop ring L, a caulking tool T which is constructed
by a caulking ring fixing a sheath to the caulking seat, the
sheath corresponding to a synthetic resin outer skin which
covers an outer side of the Kevlar of the optical cable, a boot
V which is installed to the stop ring [, and a grip W which is
put on an outer side of the plug frame PF and the stop ring L,
as shown in FIG. 6. Further, a key projection (not shown) is
protruded in the grip W, for example, at the center of an upper
surface of an upper side wall, the key projection being formed
approximately into an oval shape in a plane for fitting to the
key groove 15 in each of the plug fitting portions A and B.

Locking portions 11a and 115 and engagement surface
portions 12 for a backlash prevention tool 1 mentioned later
are formed in the adapter main body 10, as shown in FIGS. 3,
4,5A,5B,5C, 5D and 6. The locking protrusions 11a and 115
are integrally formed at the center of both left and right side
surfaces of the adapter main body 10 and are formed into a
vertically long flange, and the engagement surface portions
12 for the backlash prevention tool 1 are formed from posi-
tions of the locking protrusions 11a and 115, for example,
toward one plug fitting portion A by being hollowed out from
both side surfaces of the adapter main body 10 toward a part
of both upper and lower surfaces so as to be thinned. The
engagement surface portions 12 are provided at symmetrical
positions in front of and at the back of the adapter main body
10 via the locking protrusions 11a and 115, and are structured
such that the backlash prevention tool 1 can be attached to the
other plug fitting portion B side.

In other words, the engagement surface portion 12 is
formed by an engagement side surface portion 12a which has
the same shape and the same size as those of a support portion
2, a come-off preventing locking piece 3 and backlash pre-
venting locking pieces 4a, 4b, 4¢ and 4d which construct the
backlash prevention tool 1, and is hollowed out and formed in
each of right and left side wall surfaces of the adapter main
body 10 like an approximately rectangular shape, and an
engagement plane surface portion 126 which is hollowed out
and formed in each of upper and lower side wall surfaces of
the adapter main body 10 like an approximately [.-shaped
form. Two backlash prevention tools 1 having the same struc-
ture are detachably mounted and used so as to pinch the
engagement surface portion 12 of the adapter main body 10
from both right and left sides.

Accordingly, as shown in FIGS. 1, 2A, 2B, 2C and 2D, the
backlash prevention tool 1 is provided with the support por-
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tion 2 which is formed into a C-shaped frame by a center
lateral support surface portion 2a, and vertical support sur-
face portions 25 extended in a perpendicular direction from
both end sides of the lateral support surface portion 2a, the
come-off preventing locking piece 3 which is protruded in a
diagonally outer direction from the lateral support surface
portion 2a of the support portion 2, and a plurality of, that is,
totally four leaf spring-like backlash preventing locking
pieces 4a, 4b, 4¢ and 4d which are protruded in diagonally
outer directions respectively from vertical symmetrical posi-
tions of a side edge of the lateral support surface portion 2a
via the come-off preventing locking piece 3 and respective
side edges of the vertical support surface portions 2b.

At this time, the come-off preventing locking piece 3 and
the backlash preventing locking pieces 4a, 4b, 4c and 4d are
formed by being folded like an approximately obtuse-angled
shape from a root position of the support portion 2 side toward
sides where the locking protrusions 11a and 115 are posi-
tioned in a state in which an elasticity is applied, and respec-
tive leading ends of the backlash preventing locking pieces
4a, 4b, 4c and 4d are formed so as to face to the vertically long
flange-like locking protrusions 11a¢ and 115 which are formed
at the center of both the side surface portions of the adapter
main body 10, when the support portion 2 is installed to the
engagement surface portion 12 of the adapter main body 10.

Further, the backlash preventing locking pieces 4a, 4b, 4¢
and 4d of the backlash prevention tool 1 are arranged in a state
in which the backlash preventing locking pieces 4a, 4b, 4¢
and 4d are locked short of the locking protrusions 11a and 115
of the adapter main body 10, and the come-off preventing
locking piece 3 is formed shorter at a width of the panel P than
lengths of the backlash preventing locking pieces 4a, 45, 4¢
and 4d. In other words, a distance from the locking protru-
sions 11a and 115 to the leading end of the come-off prevent-
ing locking piece 3 is set to be approximately the same size as
athickness of an adapter attaching hole Q portion of the panel
P.

Therefore, when the adapter main body 10 is inserted to the
adapter attaching hole Q of the panel P, the adapter main body
10 is inserted to the adapter attaching hole Q of the panel P
while pressing the come-off preventing locking piece 3 of the
backlash prevention tool 1, and pinches and fixes an opening
edge portion of the adapter attaching hole Q between the
locking protrusions 11a and 115 and the come-off preventing
locking piece 3, as shown in FIG. 5. Further, the backlash
preventing locking pieces 4a, 4b, 4¢ and 4d of the backlash
prevention tool 1 respectively come into pressure contact with
upper, lower, left and right sides of an inner side of the
opening edge of the adapter attaching hole Q from an inner
side to an outer side while being pressure crushed, and the
adapter main body 10 itself is retained to the panel P without
any backlash. As a result, it is possible to avoid all the back-
lash in the vertical and lateral directions of the adapter main
body 10.

Further, a locking hole 9a formed into a rectangular open-
ing is formed in a center surface of the vertical support surface
portion 25 of the backlash prevention tool 1, and a locking
projection 95 is formed in the plug fitting portions A and B of
the engagement plane surface portion 125 of the adapter main
body 10 in correspondence to the locking hole 94, the locking
projection 96 being provided with an inclined surface toward
an outer side and being formed into an approximately trap-
ezoidal shape or a right angled triangle.

As a result, when the C-shaped frame-like support portion
2 is installed to the engagement surface portion 12 which is
hollowed out and formed from the side wall surface of the
adapter main body 10 toward the upper and lower wall sur-
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faces, the locking projections 96 of the adapter main body 10
are respectively engaged with engaged with the locking holes
9a of the vertical support surface portion 2b. The locking
projections 95 are provided at the front and back symmetrical
positions of the adapter main body 10 via the locking protru-
sions 11a and 115, and are structured such that the backlash
prevention tool 1 itself can be engaged even in the case that
the backlash prevention tool 1 is attached to the other plug
fitting portion B side.

Next, adescription will be given of'an example of use of the
embodiment which is structured as mentioned above.

First of all, it is possible to achieve a state in which attach-
ment and detachment of the backlash prevention tool 1 in the
outer direction from the adapter main body 10 is blocked, by
pressing the support portion 2 side of the backlash prevention
tool 1 to the engagement surface portions 12 provided in the
right and left side surfaces of the adapter main body 10 from
the lateral direction, and respectively engaging the locking
projections 95 provided in the engagement plane surface por-
tions 125 of the adapter main body 10 with the locking holes
9a provided in the vertical support surface portions 24 of the
backlash prevention tool 1, as shown in FIG. 3.

As aresult, as shown in FIG. 4, as well as the lateral support
surface portion 2a of the backlash prevention tool 1 is fitted
and retained to the engagement side surface portion 12a, the
respective backlash preventing locking pieces 4a, 45, 4c and
4d are arranged in a state in which the backlash preventing
locking pieces are locked short of the locking protrusions 11a
and 115 of the adapter main body 10.

Next, the plug fitting portion A side of the adapter main
body 10 is inserted to the adapter attaching hole Q of the panel
P, as shown in FIGS. 5A and 5B.

Further, the come-off preventing locking piece 3 of the
backlash prevention tool 1 is first of all going to be inserted to
the adapter attaching hole Q while being pressed, in the
process of insertion, as shown in FIG. 5C.

Further, as shown in FIG. 5D, when the locking protrusions
11a and 1154 of the adapter main body 10 come into contact
with the adapter attaching hole Q, the come-off preventing
locking piece 3 elastically returns and expands outward, and
is fixed while pinching the opening edge portion of the
adapter attaching hole Q between the locking protrusions 11a
and 115 and the come-off preventing locking piece 3.

At the same time, the backlash preventing locking pieces
4a, 4b, 4¢ and 4d come into pressure contact with the inner
side of the opening edge of the adapter attaching hole Q from
the inner side to the outer side while being pressure crushed,
and the adapter main body 10 itself is retained.

As aresult, it is possible to securely prevent generation of
the backlash in the vertical and lateral directions of the
adapter main body 10 due to each of the gaps which are
generated between the upper and lower inner wall surfaces
and the right and left inner wall surfaces of the inner side of
the opening edge of the adapter attaching hole Q, and the
upper and lower side wall surface and the right and left side
wall surfaces of the adapter main body 10.

What is claimed is:

1. A backlash prevention mechanism of an adapter for an
optical connector comprising:

a pair of right and left backlash prevention tools which are
detachably mounted to an adapter main body for an
optical connector,

wherein each of said backlash prevention tools comprises:

a C-shaped frame-like support portion which is installed to
an engagement surface portion formed by hollowing out
from side wall surfaces to upper and lower wall surfaces
of said adapter main body;
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a come-off preventing locking piece which is protruded in
a diagonally outer direction from a center side edge of
said C-shaped frame-like support portion so as to face to
a locking protrusion formed in the center of both side
surface portions of said adapter main body; and

a plurality of leaf spring-like backlash preventing locking
pieces which are protruded in a diagonally outer direc-
tion from both sides and upper and lower side edges of
said come-off preventing locking piece at the center of
said C-shaped frame-like support portion so as to come
into pressure contact with inner sides of an opening edge
of an adapter attaching hole of a panel vertically and
laterally, and

wherein said adapter main body is inserted to the adapter
attaching hole of said panel while pressing the come-off
preventing locking piece of said backlash prevention
tool which is installed to said engagement surface por-
tion, and pinches and fixes the opening edge portion of
the adapter attaching hole between said locking protru-
sion and said come-off preventing locking piece, and
each of backlash preventing locking pieces of said back-
lash prevention tool is formed so as to be pressure
crushed and come into pressure contact with each of the
inner sides of the opening edge of the adapter attaching
hole vertically and laterally from an inner side to an
outer side.
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2. The backlash prevention mechanism of the adapter for
the optical connector according to claim 1, wherein said
support portion is formed into a C-shaped from by a side
support surface portion at the center, and vertical support
surface portions which are extended in a perpendicular direc-
tion from both end sides of said side support surface portion,
and a locking hole is formed in a center surface of the vertical
support surface portion, the locking hole being engaged with
a locking projection protruded from each of both upper and
lower wall surfaces of said adapter main body.

3. The backlash prevention mechanism of the adapter for
the optical connector according to claim 1, wherein said
backlash preventing locking piece is formed by a pair of
lateral backlash preventing locking piece which are respec-
tively protruded in a diagonally outer direction from both side
edges of said come-off preventing locking piece at the center
of'said side support surface portion and are formed into a leaf
spring, and a pair of vertical backwash preventing locking
pieces which are protruded in a diagonally outer direction
from the respective side edges of said vertical support surface
portion and are formed into a leaf spring, in the support
portion which is formed into the C-shaped frame by the side
support surface portion at the center, and the vertical support
surface portions which are extended in the perpendicular
direction from both end sides of said side support surface
portion.



